Tripod Tab-Tension Pro Dimensions Table

. . Tripod Carrying
] | A Viewable Viewable Screen Screen Case o T o - e
Model Number . PE " Width  Height Width Height >\ Length ' °OF C3 c4 D1D2 D3 E1 E2 E3 F1 F2 F3 Y S ° length Height Width
Diagonal Ratio Height (c2) Length Weight Weight
(A1) (A2) (81)  (B2) (c1)
(B3) (G1)
Unit: Inch lbs lbs Packaging Dimensions
TTP100UWH-D | 100" 16:9 87 49 91 58 39 101 100 63 | 100 |2 |2 65 |16 | 71 | 26 | 38 | 11 102 26.9 434 109.1 9.1 11.4
TTP110UWH-D | 110" 16:9 96 54 100 63 39 110 109 68 | 109 |2 |2 70 |16 | 71 |26 | 38 | 11 111 34.2 47.1 118.1 9.1 11.4
Unit: mm kgs kgs
TTP100UWH-D | 100" 16:9 2210 1240 2310 | 1480 1000 2555 | 2543 |1591| 2549 | 50( 60| 180|1641| 415]1800| 660 | 970 [ 290 (90| 2600 12.2 19.7 2771 231 290
TTP110UWH-D | 110" 16:9 2440 1369 2540 | 1609 999 2785 | 2773 |1720| 2779 | 50| 60| 180|1770| 415|1800| 660 | 970 | 290 (90| 2830 15.5 21.4 3000 231 290

Note: Data Error may be +1"

12/7/2023-BR

The listed measurements are for general reference only. Please contact Elite ProAV to verify product design and dimensions before attempting to integrate its products with any structural or furniture modification. Although a
manufacturer may offer product advice, it may be taken or disregarded at the integrator’s discretion. Elite ProAV will not be held responsible or be otherwise liable for faulty installations. Screen materials may expand and

contract slightly over time. Elite ProAV allows a 1.5% tolerance within the viewing surface.

Bl

r

\ ——— — | T
DZ_T
A2
B2 C3 E1
I E
)3
L | |
» .
T
E2
F4
|
|
,_,_,_,_,_,_,_,_G] —_— — I‘I
—

www.eliteproav.com

TTP



